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Rotation angle
Max pres (R) [bar/psi]
Max pres (GO) [bar/psi]
Max pres (GC) [bar/psi]
Displacement [
Torque [Nm/lbf in]
Max axial load stat [kN/lbf]
Max axial load dyn [kN/lbf]
Weight w-model [kg/lb]
           x-model [kg/lb]  
Connections (upside)
                   (underside)
Rec. oil flow [lpm/gpm]

3625
2900
4350
19,8
664
6744
3372
48,4

G3/8”
G1/4”
5,284 

CR 300F
Unlimited
250
200
300
330 
900
30
15
22

G3/8”
G1/4”
20

3625
2900
4350
25,2
811
8992
4496
61,6

G3/8”
G3/8”
5,284 

CR 400F
Unlimited
250
200
300
420
1100
40
20
28

G3/8”
G3/8”
20

cm3 in3/     ]

3625
2900
4350
27,9
1033
12365
5620
61,6

G3/8”
G3/8”
5,284 

CR 500F
Unlimited
250
200
300
465
1400
55
25
33

G3/8”
G3/8”
20

3625
2900
4350
27,9
1033
12365
5620
106
110
G1/2”
G1/2”
7 

CR 600F
Unlimited
250
200
300
465
1400
55
25
48
50
G1/2”
G1/2”
25

CR300F/400F

CR 600FX

CR 600FW

CR 600F
mm
308
35 
400
130,5
80,5
62,5
198
77
30
353
87

in
12,126
1,378
15,748
5,138
3,169
2,461
7,795
3,301
1,181
13,898
3,425

A
B
C
D
E
F
G
H
I
J
K

CR600FCR500F

CR 400F
mm
246
25
241
73
172
46
30
286

in
9,665
0,984
9,488
2,362
6,772
1,811
1,181
11,26

CR 300F
mm
232
25
234
60
158
46
30
267

in
9,134
0,984
9,213
2,362
6,220
1,811
1,181
10,512

A
B
C
D
E
F
G
H

CR 500F
mm
273
30
234
73
184
67
33
313

in
10,748
1,181
10,472
2,874
7,244
2,638
1,299
12,323
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get Your crane moving! 

 

CBL 7325- 60-90

I = CR 300  II= CR 400/500

L [mm/in]
[2,362-3,543]

 
 

A light-weight and effective 
hydr aulic rotators with 
unlimited rotation for 
agricul tural, cargo and 
forest cranes.

Choose genuine
original accessories to 
ensure smooth working. 
From the wide variety, you 
will find all neccessary 
accessories, links and 
brakelinks. 

original accessories

CR-ROTATORS

and get Your crane moving! 

[mm/in]l
CL 7325- 60-90

I = CR 300
II= CR 400

2,362 - 3,543

 

 

CBL - single braking link

CBHL 7325- 60-90
I = CR 300  II= CR 400

L [mm/in]
[2,362-3,543]

CBHL - single braking link

CL - link

 

SD both direction braking
link for professional use.
Available for every boom
head dimensions and
CR300F/400F/500F rotators.

Also welding boom head is
available.

 

CIL80 -link to CR 600 -rotators

CIL 8035 - 30
35
40
45

1,181
1,378
1,575
1,772

[mm/in]

available for rotators
CR 600
CR 800H
CR 1000H

Sliding bearings for every moving 
surface.

I
II
III
VI

SD -double braking link

Finn-Rotor OY

Òåë: +7 (495) 787-01-89

www.finn-rotor.ru

e-mail: info@finn-rotor.ru
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